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Compliance Statement  No. 2019-362 

 
Screened Channel, Class I (Category 8) 
 
 
Company 
SUNF PU TECHNOLOGY (DONG-GUAN) CO., LTD. 
No. 261, Si-Li South Road 
Ta Ping Village, Tang Xia Town, Dong Guan 
Guangdong Province 523722 

China 
 
 
Channel Identification (2 connector model)  
 
Horizontal cable: 
Sunf Pu C22 Cat 8.2 Solid Cable 
Part number: SP-cat.8-01 
 
Cords: 
Sunf Pu C26 Cat 8.2 Stranded Cable 
Part number: SP-cat.8-02 
- equipped with SURTEC cat.8 termination plug; Part number: SURTEC 1001B-I8 
 
Connecting hardware for interconnect/equipment outlet: 

SURTEC cat.8 Keystone Jack  
Part number: SURTEC 2013C-T8F 
 
 
Channel test configurations (cord/horizontal cable/cord): 
Long channel: 2 m / 26 m / 2 m  
Short channel: 1 m / 5 m / 1 m 
 
 
Generic cabling standards - Class I (Category 8) Channel requirements 
• ISO/IEC 11801-1:2017 (Ed. 1.0) / ISO/IEC 11801-5:2017 (Ed. 1.0) 
• EN 50173-1:2018 / EN 50173-5:2018 
• TIA-568.2-D:2018 
 
Technical report EC Cabling product ID CS valid until 

T924715, DANAK-19/20213 6909 1 August 2020 
 
 
This product has been tested by FORCE Technology up and complies with the electrical requirements of the above specified 
standards and "Terms and conditions for the EC VERIFIED programme for Generic and Coaxial Cabling”, DQP231006.  
The product takes part in a maintenance of certification schedule, which implies that FORCE Technology performs a sample 
test of the product once a year. 

 
 
Hørsholm, 13 June 2019 
 
 
 
 
Lars Lindskov Pedersen  Dennis Andersen 
Test Manager  Head of Department 


